
Features
 : Stand alone electronic lock with magnetic stripe  

 technology or ContactLess RFID technology.
 : Powered by 3AA batteries that provides  

 up to 3 years normal life time.
 : 100 event audit trail.
 : UL-fire listed for usage on fire doors.
 : Brass handle with self     

 lubricating long life bearings.
 : High security mortise lockcase    

 available in ANSI and EURO versions.
 : 3 point steel latch construction    

 with an antifriction mechanism.
 : Case hardened full 1-inch (ANSI) throw deadbolt.
 : Panic release function – the deadbolt and latch  

 are automatically retracted by inside handle  
 for easy egress in emergency situations.
 : Compliant with ADA (Americans with   

 Disabilities Act) requirements.
 : High quality escutcheon in Stainless steel finish.
 : Future proof re-programmable   

 FLASH RAM lock memory.
 : Error free card reader that reads both on insert  

 and removal for optimal accuracy.
 : Compatible with VISION BASIC   

 systems (software platforms).

Alfa by VingCard
Matching reliable security with affordability.
ALFA is a high quality electronic lock designed and constructed 
according to the strictest quality criteria. By standardizing design 
and finish options, the product is also a very cost effective solution 
which provides exceptional good value for money.

Alfa is available both in mag-stripe insertion technology and 
ContactLess RFID technology providing:

13,56MHz technology
 : Compatible with the following standards:

 … ISO 14.443 A (MIFARE)
 … ISO 14.443 B
 … ISO 15.693

ALFA RFID STANDARD HANDLE



Provider of: VingCard Locks & Systems | Elsafe Safes | Orion EMS | PolarBar Minibars

VingCard Elsafe | P.O. Box 511 | 1522 Moss | Norway 
+47 69 24 50 00 | +47 69 24 50 50

info@vcegroup.com | www.vingcardelsafe.com

Specifications may change without notice | Note: Image colors in this brochure may differ from actual colors 
Our products, including maintenance and support, are only available when purchased exclusively through authorized partners as listed under ”Local Offices” at www.vingcardelsafe.com.

ANSI DB lockcase:

EURO lockcase:

The lock is operated by handles from both the inside and the outside of the door. 

The inside operation retracts both deadbolt and latchbolt for easy egress.

Suitable for the European market in three versions (EURO):

• 20 mm front                             Backset: 65 mm
• 22 mm front                               
• 24 mm front

Suitable for ANSI lockcase  in three versions:

• 25 mm front                             Backset: 70 mm
• 28 mm front                               
• 32 mm front
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